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2 BSR/ASHRAE Addendum p to ANSI/ASHRAE Standard 34-2024 

(This foreword is not part of this standard. It is merely informative and does not contain requirements 
necessary for conformance to the standard. It has not been processed according to the ANSI requirements for 
a standard and may contain material that has not been subject to public review or a consensus process. 
Unresolved objectors on informative material are not offered the right to appeal at ASHRAE or ANSI.) 

FOREWORD 
This addendum provides additional guidance to make the determination of the Lower Flammability Limit (LFL) more 
explicit and updates the composition tolerances applicable to R-494B. 
 

Note: This addendum makes proposed changes to the current standard. These changes are indicated in the text by 
underlining (for additions) and strikethrough (for deletions) except where the reviewer instructions specifically 
describe some other means of showing the changes. Only these changes to the current standard are open for review 
and comment at this time. Additional material is provided for context only and is not open for comment except as it 
relates to the proposed changes. 
 
Addendum p to Standard 34-2024  
Revise B1.8. The remainder of Appendix B remains unchanged.  
 
B1.8 Criterion for Determining Flame Propagation. A refrigerant-air concentration shall be considered 
flammable for flammability classification under this standard only if a flame propagation occurs in at least 
two of three flammability tests on that refrigerant-air concentration. The LFL will be set at the concentration tested 
where no flame propagation occurs in at least two of three flammability tests on that refrigerant-air concentration.  A 
flame propagation is any combustion that, having moved upward and outward from the point of ignition to the walls 
of the flask, is continuous along an arc that is greater than that subtended by an angle equal to 90 degrees, as 
measured from the point 
of ignition to the walls of the flask (see Figure B-1). 

  
Modify Tables 4-2 as shown.                                                                                                               
 
Table 4-2 Data and Safety Classifications for Refrigerant Blends 
Refrigerant Number = 494B 
Composition (Mass %) = R‒744/152a/13I1 (4.0/38.0/58.0)  
Composition tolerances = (+1.50.5,−0.51.5/±1.0/±1.0+1.5,-1.0) 
OEL = 810 ppm v/v Safety Group = A2L 
RCL = 5,900 ppm /1.6 lb/1000 ft3 /25 g/m3 
LFL = 85,000 ppm /22 lb/1000 ft3 /347 g/m3 BV = 8.9 cm/sec 
Highly Toxic or Toxic Under Code Classification = Neither 
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